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conditions under various dwell-time conditions are obtained and non-conservatively turned into state-
feedback stabilization conditions. The results are finally applied to the analysis and control of stochastic
sampled-data systems. Several comparative examples demonstrate the accuracy and the tractability of
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1. Introduction

Impulsive systems (Goebel, Sanfelice, & Teel, 2009; Michel,
Hou, & Liu, 2008) arise in many applications such as ecology
(Verriest & Pepe, 2009; Yu & Leung, 2006), epidemiology (Briat
& Verriest, 2009) and sampled-data systems/control (Briat, 2013;
Naghshtabrizi, Hespanha, & Teel, 2008; Ye, Michel, & Hou, 1998).
Lyapunov-based methods and dwell-time notions (Hespanha,
2004) can be used to establish various stability concepts and
conditions. Various concepts of dwell-time have been considered
over the past decades. Important examples are the minimum
dwell-time (Briat & Seuret, 2012a; Geromel & Colaneri, 2006;
Hespanha, 2004; Morse, 1996), the average dwell-time (Hespanha,
2004; Hespanha, Liberzon, & Teel, 2008), the persistent dwell-
time (Goebel et al., 2009; Hespanha, 2004; Zhang, Zhuang, Shi, &
Zhu, 2015), the maximum dwell-time (Briat, 2013; Briat & Seuret,
2012a,b), the ranged-dwell-time (Briat, 2013; Briat & Seuret,
2012a,b) and the mode-dependent dwell-time (Briat, 2015; Briat
& Seuret, 2013; Zhang et al,, 2015). Notably, minimum dwell-
time stability conditions for linear impulsive systems have been
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obtained in Briat and Seuret (2012a) following the ideas developed
in Geromel and Colaneri (2006) in the context of switched
systems. It is shown in Briat and Seuret (2012a) that despite
a sufficient stability condition can be expressed as a tractable
linear matrix inequality problem, this type of conditions are only
applicable to linear time-invariant systems without uncertainties
and are impossible to convert into design conditions, even in
the simple case of state-feedback design (Briat, 2013; Briat &
Seuret, 2012a,b). These drawbacks motivated the consideration
of looped-functionals (Briat, 2016; Briat & Seuret, 2012a,b; Seuret,
2012), a particular class of indefinite functionals satisfying a
certain boundary condition, referred to as the looping-condition.
These functionals have the merit of leading to conditions that are
convex in the matrices of the system, hence easily applicable to
linear uncertain systems with time-varying uncertainties and to
nonlinear systems (Peet & Seuret, 2014). The price to pay for these
interesting properties is that the resulting conditions are infinite-
dimensional semidefinite programs, that may then be solved using
discretization techniques (Allerhand & Shaked, 2011; Gu, 2001) or
sum of squares programming (Briat, 2013; Parrilo, 2000). Due to
the presence of additional infinite-dimensional decision functions,
the complexity of the conditions may not scale very well with
the dimension of the system and/or the number of basis functions
used to express infinite-dimensional variables. Moreover, looped-
functionals are limited to stability analysis and are difficult to
consider for design purposes. To circumvent this problem, clock-
dependent conditions have been considered in Briat (2013, 2014,
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2015, 2016) where it is shown that these conditions possess
the same advantages than looped-functional conditions (i.e. the
possibility of considering nonlinear and uncertain linear systems)
together with the additional possibility of using them for design
purposes. Despite these frameworks have been recently shown
to be theoretically equivalent in Briat (2016), because the same
accuracy is attained with a lower computational cost, it is then
preferable to use clock-dependent stability conditions rather than
looped-functional-based ones.

We propose to address here the case of stochastic impulsive
systems where the continuous-time part consists of a linear
stochastic differential equation with state multiplicative noise
(@ksendal, 2003) and the discrete-time part is a stochastic
difference equation (Rodkina & Kelly, 2011). The impulses
arrival times are considered here as purely time-dependent and
deterministic. Stochastic hybrid systems have been extensively
studied in the literature; see e.g. Hou and Michel (2005) and
Teel, Subbaraman, and Sferlazza (2014) and references therein.
However, very few address the case where both parts of the
impulsive system are affected by noise (Chen, Wang, Tang, & Lu,
2008; Feng & Teo, 2010) and, when this is the case, average dwell-
time conditions, state-dependent impulse times or stochastically
arriving impulses (Antunes, Hespanha, & Silvestre, in press;
Hespanha & Teel, 2006) are most of the time only considered.

The main goal of the paper is therefore to develop stability
conditions in the same spirit as in Briat (2013, 2015, 2016)
and Briat and Seuret (2012a) where the deterministic case was
considered. To this aim, we consider the notion of dwell-times
and obtain a necessary and sufficient condition characterizing the
mean-square stability under constant dwell-time, and sufficient
conditions establishing the mean-square stability under ranged
and minimum dwell-time conditions. These conditions, albeit
stated in a more implicit way, naturally generalize those obtained
in the deterministic setting as they reduce to the deterministic
conditions when the noise-related terms are set to zero. Due to
the implicit structure of the conditions, they cannot be checked per
se. In order to overcome this difficulty, and in the same spirit as in
Briat(2013,2015,2016), lifted versions of the conditions expressed
as clock-dependent linear matrix inequalities are considered.
These conditions have the benefits of being convex in the
matrices of the system, a property that enables their use in
the contexts of uncertain systems and control design. Because
these conditions are infinite-dimensional, they cannot be checked
directly and need to be relaxed. Possible relaxation methods
include the approximation of infinite-dimensional variables using
a piecewise-linear approximation (Allerhand & Shaked, 2011; Gu,
2001) or the use of sum of squares programming (Briat, 2013;
Parrilo, 2000). It is emphasized that these relaxed conditions
are asymptotically exact in the sense that they can approximate
arbitrarily well the original conditions they have been derived
from. These conditions are shown to include those of Shaked
and Gershon (2014), which characterize the mean-square stability
stochastic linear switched systems, by exploiting the possibility
of representing switched systems as impulsive systems. The
approach is then non-conservatively extended to state-feedback
design, for which convex conditions are also obtained. Finally, the
analysis and control of aperiodic stochastic sampled-data systems
are performed using the proposed method by reformulating
the considered sampled-data system into an impulsive system.
It is worth mentioning here that sampled-data systems driven
by multiplicative noise do not seem to have been thoroughly
considered in the literature. This paper therefore fills this gap by
providing tractable conditions for both the analysis and the control
of such systems. Various comparative examples demonstrate the
accuracy and tractability of the approach.

Outline: The structure of the paper is as follows: in Section 2
preliminary definitions and results are given. Section 3 is devoted

to dwell-time stability analysis while Section 4 addresses dwell-
time stabilization. Sampled-data systems are finally treated in
Section 5. Examples are considered in the related sections.
Notations: The cone of symmetric (positive definite) matrices
of dimension n is denoted by S" (S!,). The sets of integers and
whole numbers are denoted by N and Ny, respectively. Given a
vector v, its 2-norm is defined as ||v], = (vTv)"/2. For a square
matrix A, we define He[A] := A + A”. The symbols @ and ® are
used for denoting the Kronecker sum and product, respectively.

2. Preliminaries

From now on, the following class of linear stochastic impulsive
system

dx(t) = [Ax(t) + Bluc(t)]dt + Ecx(t)dW, (t)

+ Bluc () dWy(t), t # &
x(t7) = Jx(t) + Bjug(k) + Egx(te)vy (k) (1)
+Biug(k)va(k), keN
x(0) = xo

is considered where x, xo € R", u. € R™ and u; € R™ are the
state of the system, the initial condition, the continuous control
input and the discrete control input, respectively. The notation
x(t™) is a shorthand for limg, x(s), i.e. the trajectories are assumed
to be left-continuous. The sequence of impulse instants {t; }iey is
defined such that Ty = ty.q — ty > Ty for some Ty, > 0. This
then implies that {tx}ken,, to = 0, is increasing without bound.
The processes W;(t) and W,(t) are independent scalar Wiener
processes; i.e. fori = 1, 2, we have that W;(0) = 0, W;(t) is almost
surely everywhere continuous and has independent increments
Wi(t) — Wi(s), 0 < s < t, that are normally distributed with
zero mean and variance t — s. The sequence {v;(k) }ken,, i = 1, 2, is
sequence of independent identically distributed random variables
with zero mean and unit variance that are independent of x(t;) for
all k € N. Let (2, F, (Ft,k)e=0,keng» P) be a complete probability
space with o-algebra # and natural (hybrid) filtration #; j (for
more details on hybrid filtrations see Teel, 2014). Let E[-] be the
expectation operator with respect to P.

Definition 1. We say that the system (1) with ug, u. = 0 is mean-
square asymptotically stable if E[||x(t) ||§] — 0ast — oo.

Lemma 2. Let us consider a sequence {ty} for which 0 < T, <
Ty < Tmax < oo forall k € Ny. Then, the system (1) with ug, uc = 0
is mean-square asymptotically stable if and only if E[||x(t;)[13] — 0
as k — oo.

Proof. It is clear that if the system is mean-square asymptotically
stable then ]E[||x(tk+)||%] — 0as k — oo. To prove the converse,

fi _ n dExO1B] T

irst note that, when ug, uc = 0, —;—= = E[x(t) (He[A] +
ETE)x(t)] < BE[||x(t)]13] for all t € (t, ty+1) and for any
large enough > 0. This then implies that E[|x(t; + T)||§] <
ePTmaxE[||x(t;") |21, which implies in turn that if E[||x(¢;) (3] — 0
as k — oo, then sup, (o 1,y E[|x(ty + 7)[I3] = 0ask — oc. The
proof is complete. ¢

The above result remains valid as long as the impulses are
persistent, i.e. Ty < oo. In the case where the impulses are not
persistent (i.e. there exists a k* € Ny such that T, < oo for
k=0,...,k*—1and T,» = o0), then the asymptotic mean-square
stability of (1) eventually becomes equivalent to the asymptotic
mean-square stability of the continuous-time part of (1). Note also
that this result remains valid when state-dependent control inputs
are considered (e.g. state-, output- and dynamic-output feedback).



C. Briat / Automatica 74 (2016) 279-287 281

Remark 3. By considering the change of variables z(t) = e*x(t)
and applying the above result to z(t), we immediately get that
]E[||x(t)||§] exponentially converges to 0 with rate 2o as t — oo
if and only if IE[||x(t,j )||§] geometrically converges to 0 with rate
e~ 2Tmin 35 k — o0,

3. Mean-square stability of stochastic linear impulsive systems

This section is devoted to the mean-square stability analysis
of the system (1) with no input (i.e. ur = 0 and uy = 0)
under constant, ranged and minimum dwell-time. Before stating
the main results of this section, it is convenient to introduce here
the following definition:

Definition 4. The fundamental solution of the continuous-time
part of the system (1) with u. = 0 and uy = 0 is denoted by
@ : Rso — R™" where

do(t) =A@ (t)dt + E @ (t)dW,(t), t>0 (2)
where @(0) = I and W, (t) is defined as in (1).

Note that for every t > 0, @(t) is an #; ;-measurable random
variable. This fundamental solution therefore naturally generalizes
the deterministic one, which is readily retrieved by setting E. = 0.
Associated with @ (t), we define for any Z € S" the following
quadratic expression

E7(5) = d(5)TZd(s), s> 0. (3)
With these definitions in mind, we can now move forward to the
main results of the section.

3.1. Constant dwell-time

Let us first consider the case of constant dwell-time, that is, the
case where, for some T > 0, we have that Ty = T for all k € Ny.
We then have the following result:

Theorem 5. The following statements are equivalent:

(i) The system (1) with u. = 0, uy = 0 is mean-square asymptot-
ically stable under constant dwell-time, that is, for the sequence
of impulse times verifying T, =T, k € N,

(ii) The matrix M(T) := exp(AT)g defined with

A=ADA+E QE and §:=]®]+Es®Eq

is Schur stable.
(iii) There exists a matrix P € S such that

E[J" &Ep(T)] +EJ Ep(T)Eq] —P < 0 (4)

holds where Ep(-) is defined in (3). _
(iv) There exist a matrix-valued function S : [0, T] — S", S(0) > 0,
and a scalar ¢ > 0 such that the conditions

—S$(1) + ATS(r) + S(t)A+ E[S(T)Ec < 0 (5)
and
J'S(T)] = S(0) + EjS(T)Eg + 6l < 0 (6)

hold for all € [0, T]. ) _
(v) There exist a matrix-valued function S : [0, T] — S", S(T) > 0,
and a scalar ¢ > 0 such that the conditions

$(t) +A'S(1) + S(1)A+ E[S(T)E. < 0 (7)
and
J'S(0)] — S(T) + EJS(0)Eq + &l <0 (8)

hold for all T € [0, T].

Proof. Proof that (iii) = (i). The proof of this implication follows
from the fact that by pre- and post-multiplying (4) by x(t,:r )T and
x(t;"), respectively, we immediately get that E[[|x(t;";)1I5 p]— (1—
s)]E[||x(t,:r)||§’P] < 0 for some ¢ € (0, 1), for all k € Ng and where
[v]|3 » == v"Pv. This implies that E[||x(t) [ ,] — 0ask — oo,
proving then the mean-square asymptotic (exponential) stability
of the system (invoking Lemma 2 and Remark 3).

Proof that (i) = (iii). The proof of this statement is based on the
explicit construction of a matrix P € S, that verifies the condition
(4) whenever the system (1) is mean-square asymptotically
(exponentially) stable. To do this, let us define first the following
expression

Q(t) = ATQ(t) + Q(H)A + ETQ(D)E,,
Q") =J'Q)] +EJQ(t)Es, keN

with Qo = Q(0) = Y forany Y e ST . Note that the mean-square
exponential stability of the system is equivalent to the exponential
stability of the above matrix-valued linear differential equations
since E[x(t)"Yx(t)] = x)Q(t)xo. Let us define P* = ", Qx > 0,
Q = Q) = 0,Qy = Y > 0. Note that the latter sum is well-
defined because (9) is exponentially stable and also observe that

t 7é tk (9)

E[J" Eq,(T)] + Eq 8o, (DE] = Qes1- (10)
Substituting then P* in place of P in (4) and using (10) yield

o0 o0

- ) Q=-Q=-Y=<0, (11)
k=1 k=0

which proves the result.

Proof that (i) < (ii). The mean-square asymptotic stability of
(1) is equivalent to the asymptotic stability of (9). Vectorizing this
matrix differential equation yields the system z(t) = 4z(t),t # ty,
and z(tk+ ) = $z(tx), k € N. Since the impulses arrive periodically,
then the stability of this system is equivalent to the stability of
the discretized system z(t, ;) = exp(AT)gz(t;]) and the result
follows.

Proof that (iv) = (iii). Integrating (5) with S(0) = P, for
simplicity, and using the definition of @, we get that S(t) >
E[®(7)TS(0)®(1)]. Substituting then this expression in (6) yields
the condition (4). The proof is complete.

Proof that (iii) = (iv). Assume that (4) holds and define $*(7) =
E[®(1)TS(0)®(1)], S(0) = P. This gives that —S*(t) + ATS* () +
S(v)A* + EZS(T)*EC = 0, hence (5) holds. Substituting then the
value S*(T) in the place of S(T) in (6) yields an expression that is
identical to (4). The condition (6) then readily follows.

Proof that (iv) < (v). The equivalence follows from the change
of variables S(t) < S(T —t). ©

The conditions stated in the two last statements are referred
to as clock-dependent conditions as they explicitly depend on the
time 7 (the clock value) elapsed since the last impulse. At each
event, the clock is reset to O (i.e. r(t,f) = 0) and then grows
continuously with slope 1 until the next impulse time. Clocks are
extensively considered in the analysis of hybrid systems and timed
automata; see e.g. Baier and Katoen (2008) and Goebel et al. (2009).
Clocks here are used to measure the current dwell-time value and
explicitly consider it in the conditions.

It is interesting to note that when the system without any
control input is deterministic, i.e. EE = 0 and E; = 0, then
the conditions stated in the previous result reduce to those of
Briat (2013), emphasizing then their higher degree of generality.
However, unlike in the deterministic setting, the condition (4)
is not directly tractable in this form due to the presence of
the expectation operator and random matrices that are difficult
to compute. The conditions of the other statements, although
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stated as infinite-dimensional LMI problems, can be turned into
finite-dimensional tractable conditions using several relaxation
techniques. This will be discussed in more details in Section 3.4.

3.2. Ranged dwell-time

Let us consider now the ranged dwell-time case, that is, the case
where Ty € [Tuins Tmax), 0 < Tmin < Tmax < 00, for all k € Ny. We
then have the following result:

Theorem 6. The following statements are equivalent:

(i) There exists a matrix P € S{, such that

E[JTEp(0)] +E;Ep(0)Eq] —P <0 (12)

holds for all 0 € [Tmin, Tmax] Where Ep(-) is defined in (3).
(ii) There exist a matrix-valued function S : [0, Tnax] — S™, S(0) >
0, and a scalar ¢ > 0 such that the conditions

—S(t) +ATS(t) + S()A+ EIS(T)E. < 0 (13)
and
J'S6)] —S(0) + EJS(O)Eg + el <0 (14)

hold forall T € [0, Thax] and all 6 € [Tiin, Tmax]-

Moreover, when one of the above equivalent statements holds, then
the system (1) with u, = 0and ug = 0is mean-square asymptotically
stable under ranged dwell-time (Tpin, Tmax), that is, for any sequence
of impulse times verifying Ty € [Tmin, Tmax] for all k € N.

Proof. The proof of this result follows from the same lines as the
proof of Theorem 5. ¢

3.3. Minimum dwell-time

_ We finally consider the minimum dwell-time case, thatis, T, >
T for all k € Ny. We then have the following result:

Theorem 7. The following statements are equivalent:

(i) There exists a P € ST, such that the LMIs

E[J"Zp(0)] + EJ Ep(0)Eq] —P < 0O (15)
and
A"P +PA+E!PE. <0 (16)

hold for all > T where Zp(-) is defined in (3).
There exists a P € ST, such that the LMIs

—~
—-
=

E[J" Ep(T)] + Ej Ep(T)Eq] — P < 0 (17)
and
AP +PA+E[PE. <0 (18)

hold where Ep(-) is defined in (3).

(iii) There exist a matrix-valued function S : R>g — S", S(T) > 0,

=

S(T+s) = S(T),s > 0, and a scalar ¢ > 0 such that the
conditions

ATS(T) + S(T)A + E!S(T)E. < 0, (19)
S(t) +ATS(z) + S(r)A+EIS(T)E. < 0 (20)
and

JTS(0)) — S(T) + EjS(0)Eg + el < 0 (21)

hold for all T € [0, T].

Moreover, when one of the above equivalent statements holds, then
the system (1) withu. = 0 and uq = 0is mean-square asymptotically
stable under minimum dwell-time T, that is, for any sequence of
impulse times verifying T, > T for allk € N.

Proof. The proof that (ii) is equivalent to (iii) follows from
Theorem 5. The proof that (i) implies (ii) is also immediate. Let
us then focus on the reverse implication. Define first the function
f7(0) :=E[®(T + 0)"P®(T + )]. Then, we have that

dis

o= E[®(T + 6)"[He[PA] + E! PE.1® (T + 6)]. (22)

Using now (18), we can conclude that % < Oforall & > 0. This,
in turn, implies that

E[JTEp(T + 0)] + E} Ep(T + 60)Eq]
< E[J" Ep(T)] + E] Zp(T)E4] (23)

for any sufficiently small & > 0. Noting finally that the above
inequality also holds when substituting T by T + u forany u > 0
we get that

ElJ"T &p(T + 6)] + E} Ep(T + 0')E4]
< E[J" &p(T)] + E] Ep(T)Eq] (24)

for all ' := 0 4+ pu > 0. Using finally (17) yields the result. The
proof is complete. ¢

3.4. Computational aspects

The conditions of the theorems stated in the previous sections
are infinite-dimensional LMI feasibility problems which cannot
be verified directly. In what follows, we describe two relaxation
methods turning the original untractable conditions into tractable
ones. Note that even though we only provide these relaxations for
Theorem 5, (iv), similar ones can be obtained for the conditions of
Theorems 6 and 7.

3.4.1. Piecewise linear approach

The first method, referred to as the piecewise linear approxima-
tion, proposes to impose a piecewise linear structure to the general
matrix-valued functions involved in the conditions; see e.g. Aller-
hand and Shaked (2011). The following result states the conditions
that approximate those of Theorem 5, (iv):

Proposition 8. Let N € N. The following statements are equivalent:

(a) The conditions of Theorem 5, (iv) hold with the piecewise-linear
matrix-valued function S(t) given by

Siv1 —Si ( 1T>

S(t)=— [t — +S; 25

() /N N i (25)
for t € [iT/N, (i+ DT/N],Si e S%,i=0,...,N— 1.

(b) There exist matrices S; € S",i = 1,...,N, Sy > 0, and a scalar

& > 0 such that the LMIs

Si

R B P SA+EISE. <0 (26)

T/N

Si+l - Si T T
—1—_/71\] +A Sip1 + SiiA+E SiEc X0 (27)
and
JTSN] = So + EjSnEq + el <0 (28)

hold foralli=0,...,N — 1.
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When one of the above statements holds, then the conditions
of Theorem 5, (iv) hold with the computed piecewise-linear matrix
S(7).

Proof. The proof follows from a convexity argument. By substitut-
ing the piecewise-linear expression of S(t) given by (25) into the
conditions (6) and (5) gives (28) and

— L He[S(1)A] + EIS(7)E. <0, (29)
T/N

respectively. Noting then that the above LMl is affine in 7, then for
eachi = 0,...,N — 1, it is necessary and sufficient to check the
above LMI at the vertices of the interval [iT /N, (i+ 1)T/N], that is,
at the values iT /N and (i + 1)T/N. The equivalence follows from
the losslessness of the manipulations. <

As the conditions stated in the above result are finite-
dimensional, they can be solved using standard SDP solvers such
as SeDuMi (Sturm, 2001). Note, moreover, than using similar
arguments as in Xiang (2015), we can prove that if the conditions
of Theorem 5, (iv) are feasible, then there exists an integer N* such
that the conditions of Proposition 8, (b) are feasible for all N > N*.

3.4.2. Sum of squares programs

Another possible relaxation relies on the use of sum of squares
programming (Papachristodoulou et al., 2013; Parrilo, 2000) where
we impose a polynomial structure with fixed degree to the
matrix-valued functions. The following result states conditions
that approximate those of Theorem 5, (iv) and that can be easily
checked using SOSTOOLS (Papachristodoulou et al., 2013) and the
semidefinite programming solver SeDuMi (Sturm, 2001):

Proposition 9. Let ¢, v, T > O be given and assume that the
following sum of squares program

Find polynomial matrices S, I' : R — S" such that
S©)—vl, = 0

I'(t) is SOS

S(t) — He[S(t)A] — EIS(1)E. — I'(7)(T — 7) is SOS
S(0) —J'S(T)] — E}S(T)Eq — &l = 0

is feasible. Then the conditions of Theorem 5, (iv) hold with the
computed polynomial matrix S(z) and the system (1) is mean-square
asymptotically stable under constant dwell-time T.

Regarding the conservatism, it can be shown using the same
arguments as in Briat (2015) that if the conditions of Theorem 5,
(iv) are feasible, then there exists a sufficiently large integer d
such that the above SOS program is feasible for some polynomials
S, I' of degree at least 2d. Finally, it is important to stress that
SOS conditions are in general more tractable than those obtained
using the piecewise linear approximation that often require a large
discretization order; see Briat (2015, 2016).

3.5. Application to switched systems

Interestingly, the results developed in this section also applies
to linear stochastic switched systems. To emphasize this, let us
consider the stochastic switched system

dy(t) = Goy(D)dt + Ho oy ()dW; (1),  y(0) =y (30)

where y,yo € R" and W;(t) are the state of the system, the
initial condition and the standard Wiener process, respectively.
The switching signal o : R>o — {1, ..., N}, for some finite N € N,
is piecewise constant and describes the evolution of the mode of

the switched system. This system can be reformulated in the form
(1) with the matrices

N
A= diag[Gk] ,

k=1

N
E. = diag(Hy) and Jj = (eie)) ® L, (31)
k=1

foralli,j=1,..., u,i# j, where {e;}i—1,_n is the standard basis
of RN, Note, however, that we have here multiple jump maps Ji
(actually reset maps here). It is immediate to see that the derived
stability conditions can be straightforwardly extended to address
this case, and we get the following result adapted from Theorem 7:

Corollary 10. Assume that there exists a block-diagonal matrix-
valued function R = diagyzl(Ri), R; : [0,T] — S", R(T) > O, such
that the conditions

G/ R(T) + Ri(T)G; + H{ Ry(T)H; < 0, (32)
Ri(t) + G/ Ri(t) + Ri(1)G; + H/Ri(T)H; < 0 (33)
and

Ri(0) — R{(T) + el <0 (34)

hold for all T € [0, T] andforalli,j=1,...,N,i#]j.
Then, the linear stochastic switched system (30) is mean-square
asymptotically stable under minimum dwell-time T.

Proof. The proof is based on the reformulation (1)-(31). Noting
then the system is block-diagonal, then it is enough to choose a
matrix-valued function R(t) that is also block-diagonal. Substitut-
ing the model in the conditions of Theorem 7 and expanding them
yield the result. ¢

It is interesting to note that the above condition, although
formulated in a more compact form, include those obtained in
Shaked and Gershon (2014). If we indeed apply now the piecewise
linear approximation, then we get exactly the conditions of Shaked
and Gershon (2014, Theorem 1).

3.6. Examples

We now apply some of the previously developed results to some
academic examples.

Example 11. Let us consider the system (1) with the matrices
(Briat, 2013; Briat & Seuret, 2012a,b)

—1 0 2 1
A:[1 —2] 12[1 3}’ Fe = Kb, (35)

Eq =4I,

B! = B> = B} = B2 = 0 (i.e. no control input) for some scalars
k,8 > 0. We then choose several values for the parameters &
and «. The case («x, §) = (0, 0) corresponds to the deterministic
case of Briat (2013). For each of these values for the parameters,
we solve the sum of squares program of Proposition 9 for the
constant dwell-time and the minimum dwell-time cases with
matrix polynomials of degree 6. Note that to adapt Proposition 9
to the minimum dwell-time case, we simply have to add the
constraint He[ATS(T)] + ETS(T)E, < O to the program.

The numerical results are gathered in Tables 1 and 3 where
we can see that the deterministic results are indeed retrieved and
that, as expected, stability deteriorates as we increase the value of
the parameters « and §. It is also interesting to observe that, for
this example, the results for the constant and the minimum dwell-
times are quite close. Note, however, that this is far from being a
general rule. In order to estimate the conservatism of the method,
we consider the criterion of statement (ii) of Theorem 5 and we
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Table 1

Estimated smallest constant dwell-time T for the system (1)-(35) for various values
for k and 8 using Proposition 9 and matrix polynomials S(t) and I"(t) of degree 6.

K/8 0 0.6 1.2 1.8 2.4

0 1.1406 1.1568 1.2031 1.2734 1.3595

0.3 1.1918 1.2089 1.2578 1.3319 1.4225

0.6 1.3787 1.3992 1.4577 1.5458 1.6531

0.9 1.8774 1.9073 1.9920 2.1184 22702

12 3.9306 4.0011 4.1938 4.4765 4.8305
Table 2

Smallest constant dwell-time T for the system (1)-(35) for various values for x and
§ using Theorem 5, (ii).

K/ 0 0.6 12 1.8 2.4

0 1.1406 1.1568 1.2030 1.2732 1.3593

0.3 1.1918 1.2089 1.2577 1.3317 1.4223

0.6 1.3787 1.3992 1.4576 1.5456 1.6528

09 1.8773 1.9072 1.9918 2.1181 2.2700

12 3.9315 4.0005 4.1932 4.4752 4.8083
Table 3

Estimated minimum dwell-time T for the system (1)-(35) for various values for «
and § using Proposition 9 and matrix polynomials S(t) and I () of degree 6.

K/8 0 0.6 1.2 1.8 24
0 1.1406 1.1568 1.2031 1.2734 1.3595
0.3 1.1918 1.2089 1.2578 1.3319 1.4225
0.6 1.3787 1.3992 1.4577 1.5458 1.6531
0.9 1.8774 1.9073 1.9920 2.1184 2.2703
1.2 3.9307 4.0012 4.1941 4.4776 4.8565
Table 4
Estimated ranged dwell-time Tp, for Ty, = 0.01 for the system (1)-(36)

for various values for « and § using an adaptation of Proposition 9 and matrix
polynomials of degree 6.

K/ 0 0.2 0.4 0.6 0.8

0 0.4620 0.4126 0.2971 0.1647 0.0388

0.75 0.3891 0.3474 0.2502 0.1387 0.0327

1.5 0.2640 0.2357 0.1698 0.0941 0.0221

2.75 0.1312 0.1171 0.0844 0.0467 0.0110

3 0.1154 0.1031 0.0742 0.0411 0.0064
Table 5

Estimated ranged dwell-time Ty.x for Tnin = 0.01 for the system (1)-(36) for
various values for « and § using the gridded quadratic stability condition.

K/8 0 0.2 0.4 0.6 0.8

0 0.4620 0.4126 0.2971 0.1647 0.0388
0.75 0.3891 0.3474 0.2502 0.1387 0.0327
15 0.2640 0.2357 0.1698 0.0941 0.0221
275 0.1312 0.1171 0.0844 0.0467 0.0110
3 0.1155 0.1031 0.0742 0.0411 0.0411

find the results summarized in Table 2 where we can see that the
proposed method is very accurate for this system. This then implies
that the estimates of the minimum dwell-time are also equally
accurate.

Example 12. We now consider the system (1) with the matrices
(Briat, 2013; Briat & Seuret, 2012a,b)

1 3 05 0
A=[—1 2]’ J=[o 0.5}’ Ee =«ly, (36)

Eq =4I,

B! = B? = B} = B = 0 (i.e. no control input) for some scalars
k,6 > 0.For § = k = 0, this system is known (see Briat & Seuret,
2012a) to be stable with maximum dwell-time T.x ~ 0.4620,
i.e. for all Ty < 0.4620. Using the ranged dwell-time result with

Tmin = 0.01, we get the results summarized in Table 4 where the
maximal value for Ty, is computed using a variation of the SOS
program in Proposition 9 and a bisection approach. In order to eval-
uate the conservatism, we compare these results with the maxi-
mum value for 6 for which the LMIs P > 0 and M(0)TP.M(8) —P <
0 are feasible forall @ € [0.01, Tyax] (quadratic stability condition).
Since this problem is not directly solvable (note that sum of squares
methods do not apply because of the presence of exponential
terms), the interval [0.01, Ty.«] is gridded with 201 points and the
LMIs are checked on these points only. This leads to the results of
Table 5 where we can observe that slightly larger values for Ty, are
found. However, this is at the price of a much higher computational
cost (see Briat, 2015, 2016) and gridding imprecision. Note also
that the exponential conditions are only valid in the time-invariant
case, while the conditions of Theorem 6 are more flexible and apply
also to systems affected by time-varying uncertainties/parameters.

4. Mean-square stabilization of stochastic linear impulsive
systems

We extend here the results obtained in the previous section
to address the stabilization problem by state-feedback. We first
consider stabilization under ranged dwell-time and then derive
stabilization conditions under minimum dwell-time.

4.1. Stabilization under ranged dwell-time

We consider in this section the following class of state-feedback
control law

uc(tk + 7—') = KC(Z')X(tk + T)v
ug(k) = Kax(ty)

where Ty € [Tmin, Tmaxl, kK € Np. The continuous matrix-valued
function K. : [0, Tmax] — R™*" and the matrix K; € R™*"
involved above are the gains of the controller to be determined.
We then have the following result:

T € (O, Tk] (37)

Theorem 13. The following statements are equivalent:
(@) There exists a matrix P € ST, such that the LMI

E[(J + BiKo)"¥1(6)(J + BiKg)] — P

+EJW1(0)Eq + K] (B3)"¥1(0)BiKy < O (38)
holds for all & € [Tiin, Tmax] Where ¥1(0) = ®1(8)TP®1(8)
and
d®;(t) = (A+BlK (1)) ®1(7)dr

+ (EcdW; (1) + BZK:(7)dW, (7)) D1 (T) (39)

defined for T € [0, Thax] and @1(0) = 1.

(b) There existmatrix—valuedfunctions§ 2 [0, Thax] — S",§(0) > 0,
Ue : [0, Tax] = R™ X" amatrixUy; € R™*" and ascalar ¢ > 0
such that the conditions

M A7) * *
ES(t) -Sxr) 0 |=o0 (40)
| B2U(v)  «  —=S(v)
and

i ~—§(0) + el * * *

JS(0) +Blu; —S(6) * *
E/S(0) o 3@ « |=° (41
B2U, 0 0 —5()

i_loldfor all T € [0, Tyax] and all 0 € [Tiin, Tmax] Wwhere A(t) =
S(t) 4 He[AS(t) + BlU.(7)].
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Moreover, when one of the above statements holds, then the closed-
loop system (1)-(37) is mean-square asymptotically stable under
ranged dwell-time (Tmin, Tmax) and suitable controller gains can be
computed from the conditions of statement (b) using the expressions

K.(z) = Us(2)S(t)™" and Ky = UgS©O)~. (42)

Proof. A Schur complement on the inequality (40) and a
congruence transformation with respect to S(r) = S(r)~! yields
the inequality

— S(t) + He[S(t)(A + BlK.(1))] + E!S(7)E,
+K.(t)"B'S(1)B*K (7) < 0. (43)
Similarly, (41) can be shown to be equivalent to
—5(0) + (J + ByUa)'S(0)(J + ByUa)
+EJS(0)Eq + K{B3'S(1)B3K4 < 0. (44)
Invoking now Theorem 6, Statement (b) proves the equivalence
between the statements of the result. ¢

4.2. Stabilization under minimum dwell-time

Let us consider now the minimum dwell-time case. Since the
dwell-time can be arbitrarily large in this setting, we propose to
use the following state-feedback control law

7€ (0,T]

Ko (Ox(t + 7). 0
T e (T, T] (45)

WW*”)z{mawm+rx
ug(k) = Kgx(ty)

where K. : [0,T] — R™>" and K; € R™*" are the gains of the
controllers that have to be determined. We then have the following
result:

Theorem 14. The following statements are equivalent:

(a) There exists a matrix P € S, such that the LMIs

E[( + BiKa)"¥2(T)(J + BjKq)] — P

+ EJ Wy (T)Eq + K (B) W, (T)B3Ks < 0 (46)
and
ATP + PA+E!PE. <0 (47)

hold where ¥, (0) = ®,(0)"P®,(0) and
d®,(t) = (A+ BlK.(1))®,(7)dT
+ (EcdW; (t) + B2K:(T)dW,(£)) @, (T) (48)
defined for t > 0 and &, (0) = I. ~ o
(b) There exist matrix-valued functions S : [0, Tpax] — S", S(T) >

0, Uc : [0, Tnax] — R™*" a matrix U; € R™*" and a scalar
& > 0 such that the conditions

|:A(r) ES(T) + BﬁU(z)}

N i <0 (49)

He[AS(T) + BlU.(T)]  E.S(T) + B2U(T) ~0 (50)
* —S(T)
and
—S(0) +el  JS(T) +BYUs E4S(T) + B2Uq
* —S(T) 0 <0 (51

* * —§(T)

hold forall T € [0, T] where A(t) = §(r)+He[A§(r)+BgU(r)].

3 T T T T

Time [sec]

Fig. 1. Evolution of (E[||x(¢)||2])"/? along the trajectories of the system (1)-(53)
subject to two randomly generated impulse time sequences with minimum dwell-
timeT =0.1.

Moreover, when this is the case, the closed-loop system (1)-(37) is
mean-square asymptotically stable under minimum dwell-time T and
suitable controller gains can be computed from the conditions of the
statement (b) using the expressions

Ko(t) = Uc(r)S(x)™" and Ky = UgS(0)~". (52)

Proof. The proof is based on the same manipulations as in the
proof of Theorem 13, with the difference that Theorem 7 is invoked
in place of Theorem 6. ¢

4.3. Example

Let us consider the system (1) with the matrices
|1 1 1_ |4 2 _ |1
A ]

I3 1

|11 20

1 o0 _ 1 0 1
&‘L 4, @_uﬂ1_J, @_h]
2 |0
Bd—[o.l :

Using then Theorem 14 with minimum dwell-time T = 0.1 and
polynomials of order 1 and 2, we obtain the controller gains K; =
[-3.9165 —2.9751]and

1 —0.02997% — 0.22517 + 0.1605 !
Kc(T) =

den(z) | 0.00457% —0.01677 + 0.1881

where den(r) = 0.0291t2 4+ 0.5439t — 0.1255. Choosing then
Xo = (2, —2), we then obtain the trajectory for (E[||x(¢)|3])"/
depicted in Fig. 1 where we can observe the convergence to O,
emphasizing the mean-square asymptotic stability of the closed-
loop system.

5. Application to aperiodic sampled-data systems

As an application example, we utilize the ranged dwell-time
result in order to derive a stabilization condition for linear
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aperiodic stochastic sampled-data systems represented in the
impulsive form:

2
dxsa(t) = Axea(t)dt + ) Exsa(t)dWi(t)
i=1

xsa(tF) = (o + BKa)xsa(ti)
where

A Asd Bsd o Esd 0
G I ]
- 0 aB
EZ:[O OSd]
I 0 0
]0:[0 0] B:[I] Ki=[K; KZ] (55)

and Xy := (x;, x2,) where x}; € R" is the state of the continuous-
time system, xfd € R™ is the piecewise-constant state modeling
the zero-order hold. As before W;, W, € R are two independent
zero mean Wiener processes. The parameter « > 0 is here to
scale the amplitude of the noise on the control channel. The gain
of the controller, denoted by Ky, is given by Kq = [K; K | where
K; € R™"and K} € R™™.
We then have the following result:

(54)

Theorem 15. The following statements are equivalent:
(@) There exists a matrix P € S, such that the LMI

E[(Jo + BK2)" Wsa(6) (o + BKs)] = P < 0 (56)
holds for all 6 € [Tmin, Tmax] Where W (0) = ®eq(0)TPDyy(0)
and
d®sq(1) = Adgy(T)dT + E1Pyy(0)dW, (t)

+ Ey D (0)dW5 (1), P:(0) =1 (57)

defined for s € [0, Tmax].

(b) There exist matrix-valued functions S : [0, Tmax] — S™™ a
matrixUg € R™ ™™ and ascalar ¢ > 0such that the conditions
S(0) = Oand

S(0) + HelAS(®)]  S(ET S(0)E}

* —S(1) 0 =<0 (58)
* * —5(1)
—S(0) + el (JS(0) + BaUy)"
[ . _5(0) ] <0 (59)

hold for all T € [0, Tnax] and all 8 € [Tin, Tmax]-

Moreover, when one of the above statements holds, then the (closed-
loop) sampled-data system (54) is mean-square asymptotically stable
under ranged dwell-time Ty, € [Tmin, Tmax] and a suitable controller
gain can be computed from the expression K; = UsS 0)~L

We now illustrate the above result by a simple example:

Example 16. Let us consider the sampled-data system (54) with
o = 0.1 and the matrices

0 1 0 0 O
Asd = [0 _1} ’ Bsd = [1] and Esd = [0 O]] . (60)

Applying then Theorem 15 with polynomials of order 2, we get the
results gathered in Table 6. Simulation results are depicted in Fig. 2
where we can see that the designed controllers effectively render
the closed-loop system mean-square asymptotically stable under
the considered ranged dwell-time conditions. We can also observe
that the controllers give rise to similar performance in terms of

Table 6
Various controller gains for the sampled-data system (54)-(60) obtained with
Theorem 15 using polynomials of order 2.

Tinin Tinax Ky
0.1 (—0.4069, —0.1734, —0.0045)
0.001 0.5 (—0.4421, —0.2137, —0.0215)
1 (—0.3410, —0.1332, 0.0036)
5 (—0.1977, —0.1931, 0.0014)
1 10 (—0.1053, —0.1061, 0.0011)
20 (—0.0583, —0.0559, —0.0003)
157
- T‘m{z.’t =0.1
s R
05k \ Crmauv =1
0 S
0 5 10 15
0.3
0.2 4
0.1 4
A=
0 il — _
0 5 10 15

Time [sec]

Fig. 2. Evolution of E[[|x(t)[2]'/? (top) and E[|u(¢t)||2]'/? (bottom) along the
trajectories of the system (54)-(60) with the controllers designed for Tp,;, = 0.001
and several values for Tp.x. The sequences of impulse times satisfying the ranged
dwell-time condition are randomly generated.

the rate of convergence of E[||x(t) ||§] to 0 despite having different
time-scales for the control input update.

6. Conclusion

Dwell-time stability and stabilization conditions have been
obtained for stochastic impulsive systems and expressed as
infinite-dimensional LMI problems that can be solved using
discretization or sum of squares techniques. The approach has been
shown to include switched systems and sampled-data systems as
particular cases, making then the approach quite general.

Possible future works include the design of dynamic output
feedback controllers, observer and filters. The approach can also be
extended to performance characterization using induced-norms
such as the induced L,-norm and the induced Ly-L,,-norm. Other
possible extensions would concern other concepts of dwell-times
(Zhang et al., 2015) and the consideration of controller/mode
mismatch due to decision delays (Zhang & Xiang, 2016).
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